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1999 Infiniti I30, Part 2 


by Michael Hyde 


1. The door lock cylinder is part of the outside door handle. 


2. The inside door panel must be removed to service the door lock cylinder. 


In the last installment we covered the ignition lock, trunk lock and glovebox 
lock. This month we conclude with the door lock and programming procedures. 


Door Lock: 
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Issue No. 38 
3. The door panel “door pull” has a trim screw that must be removed. It has a 
plastic cover on it. Once the fastener is removed the plastic “pull” will have 
to be lifted out of the door panel. 
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4. There are two 
trim screws on 
the bottom of the 
door panel that 
must be removed. 


5. The trim ring 
around the inside 
door release 
snaps off. 
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6. Plastic panel 
clips secure the 
door panel also. 
Unsnap the door 
panel and remove. 
Disconnect the 
wiring for the panel 
indicator light and 
window controls. 
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7. Gently peel 
back the plastic 
door liner, 
sometimes called 
weather liner. 
Most people who 
service the inside 
of the door will 
just rip the liner 
up, this is not a 
good practice and 
does a disservice 
to the owner of 
the vehicle or the 
future owner. 
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8. A few parts 
need to be 
removed to make 
removing the lock 
cylinder easier. 
First remove the 
10mm bolt that 
secures the 
linkage connector 
and also the top 
bolt for the 
linkage shield. 


9. Next remove the bottom bolt of the linkage shield 
and remove the shield. 
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10. Remove 
the bolt on the 
lower outside 
edge of the 
door. This bolt 
secures the 
rear window 
track. The 
window slides 
out easily and 
gives much 
more access to 
the lock 
cylinder. 
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11. The metal door support has to be moved out of the 
way to gain access to the 10mm bolt underneath that 
must also be removed. 


12. Now that the window 
track, linkage connector 
and linkage shield are 
removed it is real easy to 
get to the outside handle 
and lock cylinder. Remove 
the forward 10mm nut on 
the backside of the handle. 
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13. A view of the 
lock cylinder as it is 
secured to the 
handle assembly. 
Insert a 10mm 
socket through the 
door skin and 
remove the nut. 
This nut also 
secures the lock 
cylinder to the door 
and handle. 


National Locksmith Automobile Association 
Issue No.38 • 11 


15. The electrical 
connector is held 
to the lock 
cylinder by a 
single Phillips 
screw. Remove it. 


14. The handle 
can be removed 
by the 
disconnecting 
the remaining 
linkage rod. 
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16. A view of the 
parts removed 
from the door. 
This whole 
procedure for the 
door only took 
about 8 minutes. 


17. The lock 
cylinder removed 
from the car. 
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19. The door lock 
face cap must be 
re-used. Removing 
the door lock 
cylinder face cap 
can take longer on 
this car because 
the cap is much 
thicker than other 
face caps. 


18. The door lock 
tailpiece has a 
magnet on it, 
which activates 
the locks when 
the key is turned. 
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20. The door lock 
taken apart. 


21. This particular 
door lock was 
damaged during a 
recent break-in 
attempt. The plug 
is cracked and the 
tumblers are all 
bent up. We 
replaced the 
cylinder. There 
are all 8 tumblers 
in the door locks. 
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23. On this model you must use the Infiniti 
(Nissan) proprietary connector behind the fuse 
cover on the lower left side of the dash. 


24. The proprietary connector is gray in color 
and has a 14 pin Male outlet. 


22. The most common problem with key 
programming is not using the correct key. The 
aftermarket keys by JET and Ilco must be cloned 
first from an original factory key before trying to 
program them into the car. The aftermarket keys 
are sold with a “zero” value chip. This means 
the transponder chip in the key does not have a 
distinctive value for the car to learn. It only has 
all zeros in the chip’s memory. Insert the 
correctly cut transponder key into the ignition 
lock and turn to the “ON” position. 


Programming New Transponder Keys: 


❒ YES! Send me the AutoSmart Advisor™ for $395 
(installable on two computers) plus $8 for shipping and handling. 


Orders must be paid in U.S. funds. 


❒ Send me _____ additional licenses for $50 each. 


❒ Send me the 21 day full trial AutoSmart Advisor™ Demo 


for $10 (credited toward full version purchase) 


Select payment Method: 
❒ Check 
❒ VISA 
❒ MasterCard 
❒ Discover 
❒ American Express 
❒ Money Order 


Order Total ___________________ 


Card Number ____________________________ Exp. Date 
________ 


Signature (required) 
________________________________________ 


Name ____________________________________________________ 


Shop Name ________________________________________________ 


Address (no P.O. boxes) ______________________________________ 


City ________________________ State ________ Zip ____________ 


Phone____________________________________________________ 


E-Mail (optional) ____________________________________________ 


OID 04/02 


Copy or clip this coupon and send with payment to: 
The National Locksmith • P.O. Box 77-97592 • Chicago, Illinois 60678-7592 


18 • Automotive Edge 
National Locksmith Automobile Association 


25. Here we are using the proven and tested TCL-1 
transponder key programming unit from ASP. 


26. Select the brand Nissan and press Enter. 


27. The TCL-1 confirms you are using the English version 
of the Nissan software. Press the Enter button to continue 
past this screen. 


28. To determine what Type of Nissan software this car 
uses, simply check the well written TCL-1 Users Guide. 
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30. At this point the TCL will make attempts to start a 
communication with the cars computer known as ECU. 


29. This model uses Type 4 of the Nissan software. 


31. The TCL has made the necessary connection 
to the cars computer and is displaying the ID 
from the ECU. 


Important Note: You must have all existing keys present, 
if you want them to continue to start the vehicle. All keys are 
erased during this process and are considered “New” again 
and must be added back into the Immobilizer system. Once 
the access is granted, the TCL-1 cuts off communication 
with the immobilizer and the following process must be 
used to finish the programming of transponder keys. 


If you are programming 1 key and no more: 


The key in the ignition is now programmed and there is 
nothing else to do. Unplug the TCL-1 and start the vehicle. 


If you are programming more than 1 key: 


The key in the ignition is now partially programmed. 
Remove the key. 


Place your next key in the ignition and turn to “On” for 4-5 
seconds. Remove the key. 


Repeat this process for each additional key. 


Re-insert the first key you started with and turn to “On” for 
4-5 seconds. Remove the key. 


Unplug the TCL-1 and start the vehicle. 


Note: You may want to put a piece of tape on the first key 
to know which key you started with. 


Making First Key: 


Method #1 - Use Nissan 8-cut Determinator from National 
Auto Lock to easily decode the door lock without removal. 
The door lock contains all tumblers necessary for a 
complete key. 


Method #2 - Pop out the glove box cylinder plug for 
positions 5 through 8 and then impression positions 1 
through 4 in the ignition. The ignition tumblers can usually 
be impressioned easier than the door or trunk. 
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32. On this menu you can select different functions that the 
TCL can perform. You can view Diagnostic Trouble Code also 
called Faults. The TCL also can clear out the Faults. In this 
case we are just going to program a new transponder key. 


35. “Access Ok” means you are done. 
34. The TCL is doing its job and Codification 
(programming) has begun. 


33. A very wise piece of information that is always 
overlooked for answers is the TCL Users Guide. This 
screen is reminding us to follow the instructions for a 
smooth programming job. 


